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SECTION 07 7123
MANUFACTURED GUTTERS AND DOWNSPOUTS

PART 1  GENERAL
1.01 SECTION INCLUDES

A. ____ gutters and downspouts.
1.02 REFERENCE STANDARDS

A. ASTM A653/A653M - Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or
Zinc-Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process; 2015.

B. ASTM D2665 - Standard Specification for Poly(Vinyl Chloride) (PVC) Plastic Drain, Waste, and
Vent Pipe and Fittings; 2014.

C. SMACNA (ASMM) - Architectural Sheet Metal Manual; Sheet Metal and Air Conditioning
Contractors' National Association; 2012.

1.03 DESIGN REQUIREMENTS
A. Conform to SMACNA (ASMM) for sizing components for rainfall intensity determined by a storm

occurrence of 1 in 5 years.
B. Conform to applicable code for size and method of rain water discharge.

1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements, for submittal procedures.
B. Shop Drawings:  Indicate locations, configurations, jointing methods, fastening methods,

locations, and installation details.
PART 2  PRODUCTS
2.01 MATERIALS

A. Polyvinyl Chloride (PVC):  ASTM D2665, virgin vinyl, SDR 35 pipe and fittings, high impact type,
colorfast; White color.

B. Pre-Finished Galvalume Steel Sheet:  ASTM A792/A792M, with 55% Aluminum- zinc alloy
coating; minimum ___ inch (____ mm) thick base metal.
1. Finish:  Shop pre-coated with modified silicone coating.

2.02 COMPONENTS
A. Gutters:  CDA rectangular style profile.
B. Gutters:  Polyvinyl chloride (PVC); rectangular profile:
C. Downspouts:  CDA Rectangular profile.
D. Downspouts:  Polyvinyl chloride (PVC); rectangular profile:
E. Connectors:  Furnish required connector pieces for PVC (polyvinyl chloride) components.
F. Anchors and Supports:  Profiled to suit gutters and downspouts.

1. Anchoring Devices:  In accordance with CDA requirements.
2. Gutter Supports:  Brackets.
3. Downspout Supports:  Brackets.

G. Fasteners:  Same material and finish as gutters and downspouts, with soft neoprene washers.
2.03 FABRICATION

A. Form gutters and downspouts of profiles and size indicated.
B. Fabricate with required connection pieces.
C. Form sections square, true, and accurate in size, in maximum possible lengths, free of

distortion or defects detrimental to appearance or performance.  Allow for expansion at joints.
D. Hem exposed edges of metal.
E. Fabricate gutter and downspout accessories; seal watertight.
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PART 3  EXECUTION
3.01 EXAMINATION

A. Verify existing conditions before starting work.
B. Verify that surfaces are ready to receive work.

3.02 PREPARATION
A. Paint concealed metal surfaces and surfaces in contact with dissimilar metals with protective

backing paint to a minimum dry film thickness of 15 mil (0.4 mm).
3.03 INSTALLATION

A. Install gutters, downspouts, and accessories in accordance with manufacturer's instructions.
B. PVC: Solvent-weld lengths and connection pieces to form watertight joints.  Solvent-weld

gutters to downspouts and accessories.
C. Slope gutters 1/4" inch per foot (____ mm/m), 2 percent minimum.
D. Set splash pans under downspouts.  Secure in place with ________.

END OF SECTION


