ISG PROJECT 24-30497 MPHA - CEDAR HIGH BOILER REPLACEMENT

SECTION 262816.16
ENCLOSED SWITCHES

PART 1 GENERAL
1.01 SECTION INCLUDES
A. Enclosed safety switches.
1.02 RELATED REQUIREMENTS
A. Section 260526 - Grounding and Bonding for Electrical Systems.
B. Section 260529 - Hangers and Supports for Electrical Systems.
C. Section 260553 - Identification for Electrical Systems: Identification products and requirements.
D. Section 262813 - Fuses.
1.03 REFERENCE STANDARDS
A. NECA 1 - Standard for Good Workmanship in Electrical Construction; 2015.
B. NEMA 250 - Enclosures for Electrical Equipment (1000 Volts Maximum); 2020.
C. NEMAKS 1 - Heavy Duty Enclosed and Dead-Front Switches (600 Volts Maximum); 2013.
D

NETA ATS - Standard For Acceptance Testing Specifications For Electrical Power Equipment
And Systems; 2021.

E. NFPA 70 - National Electrical Code; Most Recent Edition Adopted by Authority Having
Jurisdiction, Including All Applicable Amendments and Supplements.

F. UL 50 - Enclosures for Electrical Equipment, Non-Environmental Considerations; Current
Edition, Including All Revisions.

G. UL 50E - Enclosures for Electrical Equipment, Environmental Considerations; Current Edition,
Including All Revisions.

H. UL 98 - Enclosed and Dead-Front Switches; Current Edition, Including All Revisions.
1.04 SUBMITTALS
A. See Section 013000 - Administrative Requirements, for submittal procedures.

B. Product Data: Provide manufacturer's standard catalog pages and data sheets for enclosed
switches and other installed components and accessories.

C. Shop Drawings: Indicate outline and support point dimensions, voltage and current ratings,
short circuit current ratings, conduit entry locations, conductor terminal information, and
installed features and accessories.

PART 2 PRODUCTS
2.01 MANUFACTURERS
A. Basis of Design: Schneider Electric; Square D Products: www.schneider-electric.us/#sle.

B. Source Limitations: Furnish enclosed switches and associated components produced by the
same manufacturer as the other electrical distribution equipment used for this project and
obtained from a single supplier.

2.02 ENCLOSED SAFETY SWITCHES

A. Description: Quick-make, quick-break enclosed safety switches listed and labeled as
complying with UL 98; heavy duty; ratings, configurations, and features as indicated on the
drawings.

w

Provide products listed, classified, and labeled as suitable for the purpose intended.

C. Unless otherwise indicated, provide products suitable for continuous operation under the
following service conditions:
1. Altitude: Less than 6,600 feet (2,000 m).
2. Ambient Temperature: Between -22 degrees F (-30 degrees C) and 104 degrees F (40
degrees C).
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Horsepower Rating: Suitable for connected load.
Voltage Rating: Suitable for circuit voltage.

Short Circuit Current Rating:

1. Provide enclosed safety switches, when protected by the fuses or supply side overcurrent
protective devices to be installed, with listed short circuit current rating not less than the
available fault current at the installed location as indicated on the drawings.

Provide with switch blade contact position that is visible when the cover is open.
Conductor Terminations: Suitable for use with the conductors to be installed.

Provide solidly bonded equipment ground bus in each enclosed safety switch, with a suitable
lug for terminating each equipment grounding conductor.

Enclosures: Comply with NEMA 250, and list and label as complying with UL 50 and UL 50E.
1. Environment Type per NEMA 250: Unless otherwise indicated, as specified for the
following installation locations:

Provide safety interlock to prevent opening the cover with the switch in the ON position with
capability of overriding interlock for testing purposes.

Heavy Duty Switches:

1.  Comply with NEMA KS 1.

2. Conductor Terminations:
a. Lug Material: Aluminum, suitable for terminating aluminum or copper conductors.

3. Provide externally operable handle with means for locking in the OFF position, capable of
accepting three padlocks.

PART 3 EXECUTION
3.01 EXAMINATION

A.
B.
C.
D.

Verify that field measurements are as indicated.

Verify that the ratings of the enclosed switches are consistent with the indicated requirements.
Verify that mounting surfaces are ready to receive enclosed safety switches.

Verify that conditions are satisfactory for installation prior to starting work.

3.02 INSTALLATION

A
B.
C.

m

G.

Install products in accordance with manufacturer's instructions.
Perform work in accordance with NECA 1 (general workmanship).

Arrange equipment to provide minimum clearances in accordance with manufacturer's
instructions and NFPA 70.

Provide required support and attachment in accordance with Section 260529.
Install enclosed switches plumb.

Except where indicated to be mounted adjacent to the equipment they supply, mount enclosed
switches such that the highest position of the operating handle does not exceed 79 inches
(2000 mm) above the floor or working platform.

Provide grounding and bonding in accordance with Section 260526.

3.03 ADJUSTING

A.

Adjust tightness of mechanical and electrical connections to manufacturer's recommended
torque settings.

3.04 CLEANING

A.

B.

Clean dirt and debris from switch enclosures and components according to manufacturer's
instructions.

Repair scratched or marred exterior surfaces to match original factory finish.
END OF SECTION 262816.16
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