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SECTION 262813
FUSES

PART 1  GENERAL

1.01 SECTION INCLUDES

A. Fuses.

1.02 RELATED REQUIREMENTS

A. Section 260553 - Identification for Electrical Systems:  Identification products and requirements.

B. Section 262816.16 - Enclosed Switches:  Fusible switches.

1.03 REFERENCE STANDARDS

A. NEMA FU 1 - Low Voltage Cartridge Fuses; 2012.

B. UL 248-1 - Low-Voltage Fuses - Part 1: General Requirements; Current Edition, Including All
Revisions.

C. UL 248-12 - Low-Voltage Fuses - Part 12: Class R Fuses; Current Edition, Including All
Revisions.

1.04 SUBMITTALS

A. See Section 013000 - Administrative Requirements, for submittal procedures.

B. Product Data:  Provide manufacturer's standard data sheets including voltage and current
ratings, interrupting ratings, time-current curves, and current limitation curves.

PART 2  PRODUCTS

2.01 MANUFACTURERS

A. Bussmann, a division of Eaton Corporation; ______:  www.cooperindustries.com/#sle.

B. Littelfuse, Inc; ______:  www.littelfuse.com/#sle.

C. Mersen; ______:  ep-us.mersen.com/#sle.

2.02 APPLICATIONS

A. General Purpose Branch Circuits:  Class RK1, time-delay.

B. Individual Motor Branch Circuits:  Class RK1, time-delay.

2.03 FUSES

A. Provide products listed, classified, and labeled as suitable for the purpose intended.

B. Unless specifically indicated to be excluded, provide fuses for all fusible equipment as required
for a complete operating system.

C. Provide fuses of the same type, rating, and manufacturer within the same switch.

D. Comply with UL 248-1.

E. Unless otherwise indicated, provide cartridge type fuses complying with NEMA FU 1, Class and
ratings as indicated.

F. Voltage Rating:  Suitable for circuit voltage.

G. Class R Fuses:  Comply with UL 248-12.

PART 3  EXECUTION

3.01 EXAMINATION

A. Verify that fuse ratings are consistent with circuit voltage and manufacturer's recommendations
and nameplate data for equipment.

B. Verify that conditions are satisfactory for installation prior to starting work.

3.02 INSTALLATION

A. Do not install fuses until circuits are ready to be energized.
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B. Install fuses with label oriented such that manufacturer, type, and size are easily read.

END OF SECTION  262813
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