ISG PROJECT 24-30497 MPHA - CEDAR HIGH BOILER REPLACEMENT

SECTION 220513
COMMON MOTOR REQUIREMENTS FOR PLUMBING EQUIPMENT

PART 1 GENERAL
1.01 SECTION INCLUDES
A. General construction and requirements.
B. Single phase electric motors.
C. Three phase electric motors.
1.02 REFERENCE STANDARDS
A. ABMA STD 9 - Load Ratings and Fatigue Life for Ball Bearings; 2015 (Reaffirmed 2020).
B. NEMA MG 1 - Motors and Generators; 2021.

C. NFPA 70 - National Electrical Code; Most Recent Edition Adopted by Authority Having
Jurisdiction, Including All Applicable Amendments and Supplements.
1.03 SUBMITTALS
A. See Section 013000 - Administrative Requirements for submittal procedures.

B. Product Data: Provide wiring diagrams with electrical characteristics and connection
requirements.

C. Operation Data: Include instructions for safe operating procedures.

D. Maintenance Data: Include assembly drawings, bearing data including replacement sizes, and
lubrication instructions.

1.04 QUALITY ASSURANCE
A. Comply with NFPA 70.
PART 2 PRODUCTS
2.01 GENERAL CONSTRUCTION AND REQUIREMENTS
A. Construction:
1. Open drip-proof type except where specifically noted otherwise.
2. Design for continuous operation in 104 degrees F (40 degrees C) environment.
3. Design for temperature rise in accordance with NEMA MG 1 limits for insulation class,

service factor, and motor enclosure type.
4. Motors with frame sizes 254T and larger: Energy efficient type.

B. Visible Nameplate: Indicating motor horsepower, voltage, phase, cycles, RPM, full load amps,
locked rotor amps, frame size, manufacturer's name and model number, service factor, power
factor, efficiency.

C. Wiring Terminations:

1. Provide terminal lugs to match branch circuit conductor quantities, sizes, and materials
indicated. Enclose terminal lugs in terminal box sized to NFPA 70, threaded for conduit.
2. For fractional horsepower motors where connection is made directly, provide threaded
conduit connection in end frame.
2.02 SINGLE PHASE POWER - SPLIT PHASE MOTORS

A. Starting Torque: Less than 150 percent of full load torque.

B. Starting Current: Up to seven times full load current.

C. Breakdown Torque: Approximately 200 percent of full load torque.

D

Drip-proof Enclosure: Class A (50 degrees C temperature rise) insulation, NEMA Service
Factor, prelubricated sleeve or ball bearings.

E. Enclosed Motors: Class A (50 degrees C temperature rise) insulation, 1.0 Service Factor,
prelubricated ball bearings.
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2.03 SINGLE PHASE POWER - PERMANENT-SPLIT CAPACITOR MOTORS

A.

B.
C.
D

Starting Torque: Exceeding one fourth of full load torque.
Starting Current: Up to six times full load current.
Multiple Speed: Through tapped windings.

Open Drip-proof or Enclosed Air Over Enclosure: Class A (50 degrees C temperature rise)
insulation, minimum 1.0 Service Factor, prelubricated sleeve or ball bearings, automatic reset
overload protector.

2.04 SINGLE PHASE POWER - CAPACITOR START MOTORS

A.

moow

m

G.

Starting Torque: Three times full load torque.

Starting Current: Less than five times full load current.

Pull-up Torque: Up to 350 percent of full load torque.

Breakdown Torque: Approximately 250 percent of full load torque.

Motors: Capacitor in series with starting winding; provide capacitor-start/capacitor-run motors
with two capacitors in parallel with run capacitor remaining in circuit at operating speeds.

Drip-proof Enclosure: Class A (50 degrees C temperature rise) insulation, NEMA Service
Factor, prelubricated sleeve bearings.

Enclosed Motors: Class A (50 degrees C temperature rise) insulation, 1.0 Service Factor,
prelubricated ball bearings.

2.05 THREE PHASE POWER - SQUIRREL CAGE MOTORS

A
B.
C.

Starting Torque: Between 1 and 1-1/2 times full load torque.
Starting Current: Six times full load current.

Power Output, Locked Rotor Torque, Breakdown or Pull Out Torque: NEMA Design B
characteristics.

Design, Construction, Testing, and Performance: Comply with NEMA MG 1 for Design B
motors.

Insulation System: NEMA Class B or better.

Motor Frames: NEMA Standard T-Frames of steel, aluminum, or cast iron with end brackets of
cast iron or aluminum with steel inserts.

Bearings: Grease lubricated anti-friction ball bearings with housings equipped with plugged
provision for relubrication, rated for minimum ABMA STD 9, L-10 life of 20,000 hours.
Calculate bearing load with NEMA minimum V-belt pulley with belt center line at end of NEMA
standard shaft extension. Stamp bearing sizes on nameplate.

Sound Power Levels: To NEMA MG 1.

Motors Used with Variable Frequency Controllers: Ratings, characteristics, and features
coordinated with and approved by controller manufacturer.
1. Windings: Copper magnet wire with moisture-resistant insulation varnish, designed and
tested to resist transient spikes, high frequencies, and short time rise pulses produced by
pulse-width modulated inverters.
NEMA Premium Motors: Class F temperature rise; Class H insulation.
Thermal Protection: Comply with NEMA MG 1 requirements for thermally protected
motors.
4. Motor Shaft Grounding provisions: Provide on all motors 5hp and larger

a. As Manufactured by AEGIS

wn
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