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CONTACT INFORMATION

ONNER:

HUNTSVILLE HOUSING AUTHORITY

200 NASHINGTON STREET

HUNTSVILLE, AL 35801

PHONE:  (256) 539-O0774

CONTACT: CONNIE MCLAURIN

EMAIL: cmelaurinehuntsvillehousing.org

ARCHITECT:

BIRD ¢ KAMBACK ARCHITECTS, LLC
PHONE: (256) 536-1160

FAX: (256) 536-1460
CONTACT: DARRYL BIRD

E-MAIL: bird ebkarchitects.com
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BUILDING SECTION DESIGNATION

SHEET NUMBER

WNALL SECTION DESIGNATION
SHEET NUMBER

DETAIL DESIGNATION
SHEET NUMBER

INTERIOR ELEVATION DESIGNATION

SHEET NUMBER

EXTERIOR ELEVATION DESIGNATION

SHEET NUMBER
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SYAVIVAY

GRAPHIC SYMBOLS

ROOM
NAME ROOM /SPACE DESIGNATION
100 ROOM/SPACE NAME
DOOR DESIGNATION
W) AINDOW DESIGNATION
PLUMBING FIXTURE DESIGNATION

EQUIPMENT DESIGNATION

ACCESSORIES DESIGNATION

REVISION NUMBER

COLUMN LINE BALLOON

b JOB NORTH
D TRUE NORTH

SRPAIRS TO

PROJECT NOTES

CONSTRUCTION SHALL COMPLY WTH THE

INTERNATIONAL BUILDING CODE (IBC), LIFE

SAFETY CODE (NFPA 101), AND ALL
OTHER APPLICABLE CODES AND
AUTHORITIES

PROJECT MANUAL (UNDER SEPARATE
COVER) COMPRISE THE CONSTRUCTION
DOCUMENTS. CONSULT THE ARCHITECT
FOR CLARIFICATION IF INCONSISTENCIES
OCCUR.

3. IF ISSUES REGARDING CODE COMPLIANCE

OR LIFE SAFETY ARISE, CONSULT THE
ARCHITECT IMMEDIATELY.

4. TEMPORARY STREET NUMBERS SHALL BE

POSTED ON THE FRONT OF THE BUILDING
UNTIL PERMANENT SIGNAGE IS AFFIXED.
NUMBERS SHALL BE AT LEAST FOUR
INCHES IN HEIGHT AND BE CONTRASTING
TO THE BUILDING.

5 A STAMPED SET OF CURRENT DRANINGS

AND PROJECT MANUAL MUST BE ON THE
CONSTRUCTION SITE AT ALL TIMES.

THE FOLLONING NORKING DRANINGS AND

INDEX TO DRAWINGS

AO.O TITLE SHEET

Al.O EXISTING/DEMOLITION EXTERIOR
ELEVATIONS

A2.1 FLOOR PLANS

A2.2 ROOF PLAN AND DETAILS

A4 EXTERIOR ELEVATIONS
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